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CVR-MODULAR SERIES VAPOR
RECOVERY UNITS APPLICATION DATA
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SINGLE-STAGE VAPOR RECOVERY
UNITS:

TWO-STAGE VAPOR RECOVERY
UNITS:
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1.     VFD/Motor controls (N1) (shipped loose for installation outside of hazardous
area)
Note 1: VFD/Accessary starters motor control panel:

Rated for full horsepower, 3-Phase, 460 Vac. with:
460 Volt, Combination VFD Panel to Include Main Breaker w/Operator, Input Line Reactor,
40HP Fuji Mega Series Dive, Enclosure Cooling, Keypad on the door w/Cover, Speed Pot,
H.O.A Switch, Thermostat for Heating and Cooling
(1) 1Hp Cooler Motor Starter, ***Note: 3 Hp on CVR-M-2 units***
(1) 1/2Hp Lubricator/Coolant Pump Starter
(1) 1/2HP Condensate Pump Motor
Outdoor rated Enclosure

   o   CVR-M-1-20 & 25,
   o   CVR-M-1-30,
   o   CVR-M-1-30
   o   CVR-M-1-40
   o   CVR-M-2-60
   o   CVR-M-1-75
 
2.     Cold environment heat trace (N2)
Note 2: Artic heat trace and insulation is provided on the condensate pump piping and valves
with:

120 Vac, 1-phase thermostat
Heat trace tape
Silicate insulation and aluminum covering
Thermostatic fan control

***Customer to supply 120 Vac, 1-phase power if not purchased with starters***
 
3.     Proportional bypass (N3)
Note 3: Proportional gas recycle valve for continuous flow control with:

Control Logic
Pneumatic 3-15 psi top works
I2P Transmitter 4-20 mA valve positioner

 
4.     Double Bellows mechanical seal assembly

OPTIONAL ADDITIONS:

CVR-MODULAR SERIES VAPOR RECOVERY
UNITS APPLICATION DATA

Prices Available Upon Request


